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SCALE M FEET 


I HERESY CERTIFY TKAT THIS IS A TRUE AND COSFJC) 
COPY Of ONE OF THE CONTACT DRAWINGS SJON- y,— , 
SWUTING A PART Of CONTRACT NO. W7Q"&&2. O ft 
IN TME f-ORM IN WHICH SAID DRAWINGS EXISTED AT 
TM£ TIME THE SAJD CONTRACT WAS EMCUKO BY 
THE f ARTIES. 


me LOCATION OF THE ELECTRICAL EQUIPMENT ON THE FLOORS 
SHALL NOT BE CHANGED WITHOUT THE APPROVAL OF THE 
ENGINEER. 

ALL ELECTRICAL EQUIPMENT SHALL BE MOVED FROM THE TRUCK 
TO THE ELEVATOR AND TO THEIR FINAL PLACEMENT LOCATION 
ON THE FLOORS ON WHEELED CARRIAGES MOVING IN A 
CONTINUOUS NON-SUP MANNER VIA THE DESIGNATED ROUTE 
(SHOWN SHADED ON PLANS). 

CRIBBING AS DETAILED ON THE CONTRACT DRAWINGS SHALL BE 
PLACED ON THE ROUTE SLAB AND THE EQUIPMENT CARRIAGE 
SHALL BE ROLLED ON IT. THE EQUIPMENT SHALL LIFTED 
DIRECTLY FROM THE CARRIAGE TO THE SUPPORT f 1ES ON 
PADS IN THE FINAL LOCATION WITHOUT PLACING IT / \NY 
OTHER LOCATION ON THE FLOOR 

NO AREA WITHIN THE WORLD TRADE CENTER SUB G LEVEL 
OR ON THE FLOORS SHALL BE USED FOR THE P .SE OF 
EQUIPMENT STORAGE WITHOUT THE APPROVAL uF THE 
ENGINEER. 

A FORKIIFT SHALL NOT BE USED WITHOUT PRIOR APPROVAL OF 
THE ENGINEER. 

THE CARRIAGE DETAIL WITH NUMBER AND GAUGE OF WHEELS 
SHALL BE SUBMITTED FOR APPROVAL. 

CRIBBING SHALL BE REQUIRED ON ALL FLOOR SLABS FOR MOVING 
TRANSFORMERS AND ANY OTHER EQUIPMENT WEIGHING MORE 
THAN 3,500 LBS. 

CRIBBING REQUIRED FOR TRANSFER OF TRANSFORMER SHALL BE 
COORDINATED WITH MANUFACTURER. CONTRACTOR SHALL 
COMPLY WITH MANUFACTURER'S REQUREMENTS BEFORE 
MOVING ANY TRANSFORMER EQUIPMENT. 

FOR INFORMATION RELATING TO THE LOCATION AND 
ARRANGEMENT OF TRANSFORMERS, TRANSFORMER BASES AND 
ALL. OTHER ELECTRICAL EQUIPMENT AT SUBSTATION ROOM, SEE 
ELECTRICAL DRAWINGS. 

THE CONTRACTOR SHALL USE A CRANE MAT OR OTHER 
ALTERNATE METHOD FOR CRIBBING OVER SLAB WITH THE 
APPROVAL OF THE ENGINEER. 

TIMBER CONSTRUCTION : (SEE NOTES #1 ON DWG. A-1) 

ALL LUMBER DIMENSIONS SHOWN ARE NOMINAL. 
ALL LUMBER SHALL BE "DOUGLAS FIR SOUTH' OR 
APPROVED EQUAL: 

16" X 4" BEAMS - SELECT STRUCTURAL. WITH MIN. 
Fb-1700 PSI, E-1400 PSI, 4" BLOCKING-GRADE NO.1 
FOR ADDITONAL INFORMATION AND REQUIREMENTS. SEE 
SPEC. 06100. 

CRB8NG MSCE THE SUBSTATIONS SHALL BE CONTNJOUS AS 
REQURED AND SHALL BE CCORONATED WTTH THE MANUFACTURER 
AS SHOWN ON NOTE #7 
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TOWERS ONE AND TWO 
LOW VOLTAGE SUBSTATIONS 
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